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AMENDMENT NO. 09 DATED 18.06.2020  
TO TENDER NO. SDG3875L20/08 

 
This Amendment No.09 dated 18.06.2020 to Tender No. SDG3875L20/08 is 
issued to extend the Bid Closing/Opening dates as well as to amend one of the 
existing technical clause as under:   

 
A) Extension of Bid Closing/Opening dates: 

 

 Description  Existing Date & Time  Extended upto  

Bid Closing Date & 

Time  

24.06.2020 

(at 11.00 Hrs. IST)  

01.07.2020 

(at 11.00 Hrs. IST)  

Technical Bid 
Opening Date & 
Time  

24.06.2020 
(at 14.00 Hrs. IST)  

01.07.2020  
(at 14.00 Hrs. IST)  

 
  
B) Amendment to Technical Clause: 

 

Clause No. Existing clause Amended clause 

Annexure 
B-12, 12.1 

All downhole logging tools (except 
HRLA, MSFL, SDL, DSN, ACRT and RMT 
tool ) mentioned in the clause should 
be rated for minimum 124 MPA (18000 
PSI) pressure and minimum  174 degC 
(345 degF) temperature . For HRLA, 
MSFL, SDL, DSN, ACRT and RMT tool, 
minimum pressure and temperature 
shall be 103 MPA (15000 psi) and 149 
degC (300 degF) respectively. The down 
hole tools must withstand maximum 
rated pressure and temperature for a 
minimum period of one hour 
continuous exposure.  
 
Bidder must provide an undertaking 
that the quoted tool under clause 12.0 
must be offered having full 
functionality. 
Necessary associated tools, accessories, 
processing software, if found missing 
during commissioning or later should 
be provided at no cost to OIL. 

All downhole logging tools (except HRLA, 
MSFL, SDL, DSN, ACRT and RMT tool ) 
mentioned in the clause should be rated 
for minimum 124 MPA (18000 PSI) 
pressure and minimum  174 degC (345 
degF) temperature . For HRLA, MSFL, SDL, 
DSN, ACRT and RMT tool, minimum 
pressure and temperature shall be 103 
MPA (15000psi) and 149 degC (300degF) 
respectively. The down hole tools must 
withstand maximum rated pressure and 
temperature for a minimum period of one 
hour continuous exposure.  
 
Bidder must provide an undertaking that 
the quoted tool under clause 12.0 must be 
offered as per technical specifications 
/requirements mentioned in the tender. 
Necessary associated tools, accessories, 
processing software, if found necessary 
during commissioning or later should be 
provided at no cost to OIL. 

 
 
All other Terms & Conditions of the Bid Document remain unaltered. 
 
sd/- 
Tushar Ranjan Dutta 
Manager Materials (FD) 
For GM-Materials 
For Resident Chief Executive 


