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OIL INDIA LIMITED Fax-91 0361 2643686
(A Gouvt. of India Enterprise) Email-oilmatpl@oilindia.in
Udyan Vihar, Narengi, Guwabhati,

Assam
Tender No. & Date :GOS0674L11/2P 22.01.2011
Bid Security Amount i INR 0.00 OR USD 0.00
(or equivalent Amount in any currency)

Bidding Type : Single Bid (Composite Bid)
Bid Closing On :24.03.2011 at 13:00 hrs. (IST)
Bid Opening On : 24.03.2011 at 13:00 hrs. (IST)

Performance Guarantee : Not Applicable

OIL INDIA LIMITED invites Limited tenders for items detailed below:

Item No./ | Material Description Quantity [UOM
Mat. Code

20 TELEPHONE CABLE 5000 (M
94100275

Cable, Telephone, 20 pair, petroleum jelly filled, having
annealed bare copper conductor of size : 0.50 mm, polythene
insulated, colour coded cores twisted into pairs, laid up and

fully filled with petroleum jelly, taped cablecore applied with
poly-aluminium laminated moisture barrier, polythene sheathed,
double steeltape armoured and polythene jacketed and confor-ming
to TEC specification No. G/CUG-01/02 Feb '96 with latest
amendments.

CONDUCTOR :

Solid round wire of annealed high conductivity copper, smoothly
drawn, nominally circular in section, uniform in quality and
resistance. Quality of copper shall conform to TEG-28 or IS -
12444, Size : 0.50 mm

INSULATION ON CONDUCTOR :

Polythene conforming to ASTM D - 1248 type Il or I, class A,
category 4 or 5, having insulation resistance between each
conductor and cable and all the other conductors connected
together and to the screen and earth not less than 5000 megaohm-
km at room temperature.

CONSTRUCTION :

i) Two insulated conductors shall be twisted together with
uniform lay to form a pair.

ii) Cable Core : 10 pairs shall be stranded to form a group

called a "unit'. Each unit shall have and open helical lapping

of polyester/poly-propylene/polythene tape of thickness 0.02 mm
minimum. The colour of tape shall be distinguishable under
normal lighting conditions.

iii) Two nos. of 10 pair units shall be assembled to form a 20
pair “super unit'.

iv) “Super unit' shall have an open helical lapping of
polyester/polypropylene/polythene tape of thickness 0.02 mm
minimum.

v) Inner sheath : Low density polythene having radial
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Tender No. & Date :GOS0674L11/2P 22.01.2011
Item No./ | Material Description Quantity [UOM
Mat. Code

10
81020134

50 PAIRS ARMOURED TELEPHONE CABLES

Cable, Telephone, 5000 (M
50 pair, petroleum jelly filled, having

annealed bare copper conductor of size : 0.50 mm, polythene
insulated, colour coded cores twisted into pairs, laid up and

fully filled with petroleum jelly, taped cablecore applied with
poly-aluminium laminated moisture barrier, polythene sheathed,
double steeltape armoured and polythene jacketed and confor-ming
to TEC specification No. G/CUG-01/02 Feb '96 with latest
amendments.

CONDUCTOR :

Solid round wire of annealed high conductivity copper, smoothly
drawn, nominally circular in section, uniform in quality and
resistance. Quality of copper shall conform to TEG-28 or IS -
12444, Size : 0.50 mm

INSUI ATION ON CONDUCTOR :

Polythene conforming to ASTM D - 1248 type Il or I, class A,
category 4 or 5, having insulation resistance between each
conductor and cable and all the other conductors connected
together and to the screen and earth not less than 5000 megaohm-
km at room temperature.

CONSTRUCTION :

i) Two insulated conductors shall be twisted together with
uniform lay to form a pair.

i) Cable Core : 10 pairs shall be stranded to form a group

called a "unit'. Each unit shall have and open helical lapping

of polyester/poly-propylene/polythene tape of thickness 0.02 mm
minimum. The colour of tape shall be distinguishable under
normal lighting conditions.

iii) Five nos. of 10 pair units shall be assembled to form a 50
pair “super unit'.

iv) “Super unit' shall have an open helical lapping of
polyester/polypropylene/polythene tape of thickness 0.02 mm
minimum.

V) Inner sheath : Low density polythene having radial

Special Notes : 1. Bidders other than OEM, must submit valid authorized dealership/authorization certificate

from OEM alongwith their offer, failing which offer will be liable for rejection.

2. To evaluate the inter-se ranking of the offers, Assam Entry Tax on purchase value
will be loaded as per prevailing government of Assam Guidelines as applicable on bid
closing date. Bidders may check this With the appropriate authority, while submitting their
bids.

3. Bidder should quote transportation charges on actual separately if not included in basic price.
Transportation charges has to be quoted for transportation by mode as below :-

i) For consignments weighing around 50 Kgs, Actual transportation charge to be quoted for
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transportation by courier service (Air/Road).

i) For consignment weighing more than the weight mentioned in Sl.No.(i), actual transportation
cost shall be quoted for transportation by Road transport.

4. Any sum of money due and payable to the contractor (including Security Deposit refundable to
them) under this or any other contract may be appropriated by Oil India Limited and set off
against any claim of Qil India Limited (or such other person or person contracting through Oil
India Limited ) for payment of a sum of money arising out of this contract or under any other
contract made by the contractor with Oil India Limited ( or such other person or persons
contracting through Oil India Limited).

5. Please mention item / material code no. at the time of quoting in your offer other wise your
guotation will be liable for rejection.Also please mention detailed item/material description as per
NIT.

6. Please confirm acceptance of NIT payment terms .

7. Terms and conditions applicable to this tender is enclosed vide Annexure Il to VI.



: GOS0674L11/2P
:22.01.2011

: 24.03.2011 at 13:00 hrs.(IST)
: 24.03.2011 at 13:00 hrs.(IST)

Tender No.
Tender Date

Bid Closing On
Bid Opening On

Tender issued to following parties only:

Slho| V_Code Vendor Name City/Country
1 | 200296 TRACO CABLES COMPANY LIMITED KERALA.
2 | 200297 NETCO CABLE INDUSTRIES NEW DELHI
3 | 200298 FINOLEX CABLES LTD, KOLKATA 700 020
4 | 200667 DELTON CABLES LIMITED NEW DELHI
5 | 200781 HINDUSTAN CABLES LIMITED KOLKATA
6 | 201932 NORTH EASTERN CABLES PVT. LTD. JORHAT
7 | 202590 KARNATAKA CABLES BANGALORE
8 | 202800 USHA BELTRON LTD., RACHI RACHI
9| 203119 UNIQUE TELECABS PVT. LTD. NEW DELHI
10 | 203121 ALOKE CABLE INDUSTRIES PVT LTD KOLKATA
11 | 203122 MAZDA CABLES PVT LTD DELHI
12 | 203125 DECCAN CABLE & ELECTRIC CO SECUNDERABAD
13 | 207492 GSG CORPORATION KOLKATA




